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either as compressed air or for combus-
tion).

(5) Each facility for which the owner
or operator commits to the conditions
in paragraph (a)(2) of this section to be-
come an area source, but subsequently
exceeds either of the thresholds in
paragraph (a)(2) of this section for any
rolling 12-month period (without first
obtaining and complying with other
limits that keep its potential to emit
HAP below major source levels), shall
be considered in violation of its com-
mitment for that 12-month period and
shall be considered a major source of
HAP beginning the first month after
the end of the 12-month period in which
either of the HAP-use thresholds was
exceeded. As a major source of HAP,
each such facility would be subject to
the provisions of this subpart as noted
in paragraph (a)(1) of this section and
would no longer be eligible to use the
provisions of paragraph (a)(2) of this
section, even if in subsequent 12-month
periods the facility uses less HAP than
the thresholds in paragraph (a)(2) of
this section.

(6) An owner or operator of an af-
fected source subject to paragraph
(a)(2) of this section who chooses to no
longer be subject to paragraph (a)(2) of
this section shall notify the Adminis-
trator of such change. If, by no longer
being subject to paragraph (a)(2) of this
section, the facility at which the af-
fected source is located becomes a
major source:

(i) The owner or operator of an exist-
ing source must continue to comply
with the HAP usage provisions of para-
graph (a)(2) of this section until the
source is in compliance with all rel-
evant requirements for existing af-
fected sources under this subpart;

(ii) The owner or operator of a new
source must continue to comply with
the HAP usage provisions of paragraph
(a)(2) of this section until the source is
in compliance with all relevant re-
quirements for new affected sources
under this subpart.

(7) Nothing in this paragraph is in-
tended to preclude a facility from es-
tablishing area source status by limit-
ing its potential to emit through other
appropriate mechanisms that may be
available through the permitting au-
thority.
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(b) This subpart does not apply to re-
search or laboratory equipment.

§63.821 Designation of affected

sources.

(a) The affected sources subject to
this subpart are:

(1) All of the publication rotogravure
presses and all affiliated equipment, in-
cluding proof presses, cylinder and
parts cleaners, ink and solvent mixing
and storage equipment, and solvent re-
covery equipment at a facility.

(2) All of the product and packaging
rotogravure or wide-web flexographic
printing presses at a facility plus any
other equipment at that facility which
the owner or operator chooses to in-
clude in accordance with paragraph
(a)(3) of this section, except

(i) Proof presses, and

(ii) Any product and packaging roto-
gravure or wide-web flexographic press
which is used primarily for coating,
laminating, or other operations which
the owner or operator chooses to ex-
clude, provided that

(A) The sum of the total mass of
inks, coatings, varnishes, adhesives,
primers, solvents, thinners, reducers,
and other materials applied by the
press using product and packaging ro-
togravure work stations and the total
mass of inks, coatings, varnishes, adhe-
sives, primers, solvents, thinners, re-
ducers, and other materials applied by
the press using wide-web flexographic
print stations in each month never ex-
ceeds five weight-percent of the total
mass of inks, coatings, varnishes, adhe-
sives, primers, solvents, thinners, re-
ducers, and other materials applied by
the press in that month, including all
inboard and outboard stations, and

(B) The owner or operator maintains
records as required in §63.829(f).

(3) The owner or operator of an af-
fected source, as defined in paragraph
(a)(2) of this section, may elect to in-
clude in that affected source stand-
alone coating equipment subject to the
following provisions:

(i) Stand-alone coating equipment
meeting any of the criteria specified in
this subparagraph is eligible for inclu-
sion:

(A) The stand-alone coating equip-
ment and one or more product and
packaging rotogravure or wide-web
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flexographic presses are used to apply
solids-containing materials to the
same web or substrate, or

(B) The stand-alone coating equip-
ment and one or more product and
packaging rotogravure or wide-web
flexographic presses apply a common
solids-containing material, or

(C) A common control device is used
to control organic HAP emissions from
the stand-alone coating equipment and
from one or more product and packag-
ing rotogravure or wide-web flexo-
graphic printing presses;

(ii) All eligible stand-alone coating
equipment located at the facility is in-
cluded in the affected source; and

(iii) No product and packaging roto-
gravure or wide-web flexographic press-
es are excluded from the affected
source under the provisions of para-
graph (a)(2)(ii) of this section.

(b) Each product and packaging roto-
gravure or wide-web flexographic print-
ing affected source at a facility that is
a major source of HAP, as defined in 40
CFR 63.2, that complies with the cri-
teria of paragraphs (b)(1) or (b)(2) on
and after the applicable compliance
date as specified in §63.826 of this sub-
part is subject only to the require-
ments of §63.829(e) and §63.830(b)(1) of
this subpart.

(1) The owner or operator of the
source applies no more than 500 kg per
month, for every month, of inks, coat-
ings, varnishes, adhesives, primers, sol-
vents, thinners, reducers, and other
materials on product and packaging ro-
togravure or wide-web flexographic
printing presses, or

(2) The owner or operator of the
source applies no more than 400 kg per
month, for every month, of organic
HAP on product and packaging roto-
gravure or wide-web flexographic print-
ing presses.

(c) Each product and packaging roto-
gravure or wide-web flexographic print-
ing affected source at a facility that is
a major source of HAP, as defined in 40
CFR 63.2, that complies with neither
the criterion of paragraph (b)(1) nor
(b)(2) of this section in any month after
the applicable compliance date as spec-
ified in §63.826 of this subpart is, start-
ing with that month, subject to all rel-
evant requirements of this subpart and
is no longer eligible to use the provi-
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sions of paragraph (b) of this section,
even if in subsequent months the af-
fected source does comply with the cri-
teria of paragraphs (b)(1) or (b)(2) of
this section.

§63.822 Definitions.

(a) All terms used in this subpart
that are not defined below have the
meaning given to them in the CAA and
in subpart A of this part.

Always-controlled work station means
a work station associated with a dryer
from which the exhaust is delivered to
a control device, with no provision for
the dryer exhaust to bypass the control
device. Sampling lines for analyzers
and relief valves needed for safety pur-
poses are not considered bypass lines.

Capture efficiency means the fraction
of all organic HAP emissions generated
by a process that are delivered to a
control device, expressed as a percent-
age.

Capture system means a hood, en-
closed room, or other means of collect-
ing organic HAP emissions into a
closed-vent system that exhausts to a
control device.

Car-seal means a seal that is placed
on a device that is used to change the
position of a valve or damper (e.g.,
from open to closed) in such a way that
the position of the valve or damper
cannot be changed without breaking
the seal.

Certified product data sheet (CPDS)
means documentation furnished by
suppliers of inks, coatings, varnishes,
adhesives, primers, solvents, and other
materials or by an outside laboratory
that provides the organic HAP content
of these materials, by weight, meas-
ured using Method 311 of appendix A of
this part 63 or an equivalent or alter-
native method (or formulation data as
provided in §63.827(b)) and the solids
content of these materials, by weight,
determined in accordance with
§63.827(c). The purpose of the CPDS is
to assist the owner or operator in dem-
onstrating compliance with the emis-
sion limitations presented in §863.824-
63.825.

Coating operation means the applica-
tion of a uniform layer of material
across the entire width of a substrate.
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